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  Ground source heat pump technology is widely recognized worldwide as a premium 
solution in the Renewable Energy Sources category. A heat pump exploits the heat accumulated 
beneath the earth's surface, providing geothermal energy to a building for heating and cooling 
purposes. In Poland, ground source heat pumps have continuously achieved positive sales �gures 
for the past 10 years, proving their capabilities in every climate zone and in a variety of applications.

 This catalog presents products designed to extract renewable heat from deep within the 
Earth through the application of PRAWTECH's systemic ground source technology. Within the 
presented o�er you will �nd, among others: manifold chambers of Terra series, multi-section 
manifolds, Terra Box insulated cabinets and geothermal probes with accessories and glycols.

 To facilitate navigation through the product catalog and to streamline the process of 
handling your orders, we have placed an individual code next to each product along with the price. 
Please use these values when contacting the PRAWTECH sales department. In addition, we would 
like to inform you that for your safety and comfort, each of the products introduced to the sale has 
its own individual serial number.

 Before installing PRAWTECH products, we encourage you to familiarize yourself with the 
technical conditions of the presented products. More details can be found, among others, in the 
Technical Sheets and in the Performance Requirements for PRAWTECH ground heat sources 
available on our website www.prawtech.pl.

 This catalog illustrates the standard o�er of PRAWTECH products belonging to the group of 
Renewable Energy Sources. At the same time, we invite you to contact us directly o�ering readiness 
to prepare an o�er based on individual criteria and guidelines.

  We would like to assure you that the modern production technology of PRAWTECH is 
created on the basis of the highest European standards, original raw materials and constant quality 
control of production and logistics processes. This is one of the reasons why we have prepared for 
our regular customers the possibility of extending the warranty to 10 years.

 We invite you to cooperate with us and get acquainted with our o�er.

Best regards,
PRAWTECH Ltd.

Introduction



Terra MINI Plus chamber with flowmeters

Widok elementuNo. of sections  Net price [EUR] Code

2

3

4

5

6

878,89

1 016,22

1 082,67

1 211,78

1 316,00

OZESRM024063

OZESRM034063

OZESRM044063

OZESRM054063

OZESRM064063

Terra MINI Plus chamber with valves

Widok elementu

2

3

4

5

6

689,33

791,56

893,78

995,78

1 098,22

OZESZM024063

OZESZM034063

OZESZM044063

OZESZM054063

OZESZM064063

2 Pricelist no. OZE-1.2024-EN

Item view

No. of sections  Net price [EUR] Code Item view



Terra OPTI chamber with flowmeters

Widok elementu

2

3

4

5

6

7

8

9

10

11

12

13

14

941,56

1 073,56

1 248,00

1 396,22

1 488,67

1 597,33

1 732,44

1 832,89

2 058,89

2 193,33

2 331,56

2 470,67

2 609,11

OZESRO024063

OZESRO034063

OZESRO044063

OZESRO054063

OZESRO064063

OZESRO074090

OZESRO084090

OZESRO094090

OZESRO104090

OZESRO114090

OZESRO124090

OZESRO134090

OZESRO144090

3

Terra OPTI chamber with valves

Widok elementu

2

3

4

5

6

7

8

9

10

11

12

13

14

827,33

926,22

1 027,78

1 095,33

1 141,78

1 299,11

1 414,00

1 512,00

1 624,00

1 750,00

1 856,89

1 964,00

2 070,89

OZESZO024063

OZESZO034063

OZESZO044063

OZESZO054063

OZESZO064063

OZESZO074090

OZESZO084090

OZESZO094090

OZESZO104090

OZESZO114090

OZESZO124090

OZESZO134090

OZESZO144090

No. of sections  Net price [EUR] Code Item view

No. of sections  Net price [EUR] Code Item view



Terra V-series manifold chamber is a product of innovative design dedicated to the most demanding 
projects of the Renewable Energy Sources industry. The ground source manifold is housed in a plastic 
chamber of the original design of the engineers responsible for the development of the PRAWTECH 
GEOTHERMAL group. The Terra V chamber is a breakthrough solution and a new standard for the ground 
heat source market.

Terra V-series hydraulic manifold is built of two collector bars made of PE100/RC group material with outlets (so-called ground 

heat source sections). A distinctive feature of the o�ered product is the angular arrangement of manifolds installed in the 

chamber.

The design of the manifold's �ow and return bars is based on a V-type scheme, which makes the product unique and extremely 

ergonomic. Such a con�guration of the sections of the hydraulic system facilitates access to service operations as well as 

optimizes the hydraulic parameters of the designed system.
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Terra V-series chamber



of the V-series chamber has an outer diameter of d = 110mm 

and is equipped on each section with brass linear �ow meters 

with a measuring range of 8-38 l/min or 20-70 l/min.

Flow meters allow to regulate and read the �ow rate, as well as 

to cut o� a given section of the geothermal system through a 

ball valve integrated in the body of the �ow meter.

Manifold �ow bar



with an external diameter of d = 110 mm, is equipped 

on each section with a 1" shut-o� ball valve. The bar 

allows for full shut-o� of the �ow individually for each 

ground heat source circuit.

Manifold return bar

are intended for medium and large power installations.

In order to increase the comfort and safety of operating 

the hydraulic system of the ground heat source, the V 

series chambers are additionally equipped with a 

section of inter-�ange dampers mounted on collective 

manifold bars (�ow and return). The valves enable the 

separation of the entire hydraulic manifold along with 

the heat exchanger �eld from the supply pipes and the 

heat pump engine room.

Terra V series investment chambers
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Widok elementu

Terra V-series chamber
with flowmeters 8-38l/min

Terra V-series chamber
with valves

OZESRV144011

OZESRV154011

OZESRV164011

OZESRV174011

OZESRV184011

OZESRV194011

OZESRV204011

OZESRV214011

OZESRV224012

OZESRV234012

OZESRV244012

OZESRV254012

OZESRV264012

OZESRV274012

OZESRV284012

5 203,56

5 377,78

5 552,00

5 725,78

5 899,56

6 073,78

6 247,33

6 421,33

7 583,56

7 735,11

7 886,44

8 038,00

8 547,78

8 742,44

8 937,11

4 674,67

4 811,11

4 947,56

5 083,56

5 219,56

5 356,00

5 491,78

5 628,00

6 752,44

6 866,22

6 979,78

7 093,56

7 565,56

7 722,44

7 879,33

OZESZV144011

OZESZV154011

OZESZV164011

OZESZV174011

OZESZV184011

OZESZV194011

OZESZV204011

OZESZV214011

OZESZV224012

OZESZV234012

OZESZV244012

OZESZV254012

OZESZV264012

OZESZV274012

OZESZV284012

No. of 
sections  Net price [EUR] Code No. of 

sections  Net price [EUR] Code



Widok elementu

7

Cascade chambers of the Terra UNI series - are a specialized product line dedicated to the 
operation of complex and distributed ground heat source systems. Their task is to 
integrate designed borehole �elds by centrally connecting individual manifold chambers. 
UNI cascade chambers are compatible with the entire series of chambers manufactured by 
PRAWTECH: MINI, OPTI, PRO and V series. Therefore, they come in three standard 
con�gurations, alternatively with valves and connections DN 50 (63 mm section pipes), DN 
80 (90 mm section pipes) or DN 100 (110 mm section pipes).

Terra PRO COMBO chamber with flowmeters

Terra UNI cascade chamber

29

30

31

32

33

34

35

36

37

38

39

40

41

42

43

44

OZESRC294012

OZESRC304012

OZESRC314012

OZESRC324012

OZESRC334012

OZESRC344016

OZESRC354016

OZESRC364016

OZESRC374016

OZESRC384016

OZESRC394016

OZESRC404016

OZESRC414016

OZESRC424016

OZESRC434016

OZESRC444016

12 891,33

13 058,00

13 224,67

13 391,33

13 558,00

13 724,67

13 891,33

14 058,00

14 224,67

14 391,33

14 558,00

14 724,67

14 891,33

15 058,00

15 224,67

15 391,33

3 118,89

3 244,89

3 244,89

3 568,44

3 844,67

3 844,67

4 334,44

4 768,00

No. of 
sections  Net price [EUR] Code Item view

No. of 
sections  Net price [EUR] Code Item view
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Widok elementu

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

OZERR0204063

OZERR0304063

OZERR0404063

OZERR0504063

OZERR0604063

OZERR0704090

OZERR0804090

OZERR0904090

OZERR1004090

OZERR1104090

OZERR1204090

OZERR1304090

OZERR1404090

OZERR1504090

OZERR1604090

Manifold with flowmeters R series

The presented range of manifolds illustrates the standard scope of the Prawtech 
GEOTHERMAL o�er. For individual needs and inquiries, we produce non-standard 
solutions based on agreed criteria.

361,11

470,44

602,00

728,00

862,67

1 018,89

1 156,44

1 228,89

1 359,11

1 526,22

1 658,44

1 790,00

1 922,22

2 087,78

2 234,44

No. of sections  Net price [EUR] Code Item view



Widok elementu

Widok elementu

9

2

2

2

3

3

3

4

4

OZERKU026390

OZERKU029011

OZERKU021125

OZERKU036390

OZERKU039011

OZERKU031125

OZERKU049011

OZERKU041116

1 874,83

2 007,13

2 007,13

2 346,87

2 636,90

2 636,90

3 151,17

3 606,40

Rozdzielacz kaskadowy Terra UNI

Manifold with valves Z series

No. of sections  Net price [EUR] Code Item view

No. of sections  Net price [EUR] Code Item view

326,67

408,44

490,00

571,78

653,33

784,00

884,89

974,44

1 064,00

1 170,44

1 254,44

1 360,89

1 444,89

1 528,89

1 632,44



The frame is used in the case of the so-called warm installation of the Terra BOX 
cabinet in the external insulation of the building (e.g. styrofoam or mineral wool). 
We then obtain the proper aesthetics of the installation of the o�ered solution.

Terra BOX cabinet frame

Widok elementu
Net price [EUR] Code Item view

50,89 OZEBOXRAMKA

*Ø40 or Ø50 mm header pipes are located at the back of the cabinet. 
Cabinet housing is thermally insulated.
Con�guration with �ow meters.

Terra Box R series manifold cabinet, external*

Widok elementu

*Ø40 or Ø50 mm header pipes are located at the back of the cabinet.
Cabinet housing is thermally insulated.
Con�guration with valves.

Terra Box Z series manifold cabinet, external*

Widok elementu

10 Pricelist no. OZE-1.2024-EN

No. of sections  Net price [EUR] Code Item view

No. of sections  Net price [EUR] Code Item view

2

3

4

5

6

7

8

729,91

897,60

1 091,20

1 256,22

1 360,44

1 471,56

1 582,67

OZEBR0204040Z

OZEBR0304040Z

OZEBR0404040Z

OZEBR0504050Z

OZEBR0604050Z

OZEBR0704050Z

OZEBR0804050Z

2

3

4

5

6

7

8

555,87

639,71

775,38

995,78

1 098,22

1 202,67

1 307,11

OZEBZ0204040Z

OZEBZ0304040Z

OZEBZ0404040Z

OZEBZ0504050Z

OZEBZ0604050Z

OZEBZ0704050Z

OZEBZ0804050Z
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Terra Box R series manifold cabinet, internal*

Widok elementu

Widok elementu

*Ø40 or Ø50 mm header pipes are located at the top of the cabinet.
Cabinet housing is thermally insulated.
Con�guration with valves

2

3

4

663,56

816,00

968,67

OZEBR0204040W

OZEBR0304040W

OZEBR0404040W

*Ø40 or Ø50 mm header pipes are located at the top of the cabinet.
Cabinet housing is thermally insulated.
Con�guration with �ow meters.

Terra Box Z series manifold cabinet, internal*

No. of sections  Net price [EUR] Code Item view

No. of sections  Net price [EUR] Code Item view

2

3

4

505,33

581,56

681,56

OZEBZ0204040W

OZEBZ0304040W

OZEBZ0404040W
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Terra FUTURA probe
The Terra FUTURA probe is designed for ergonomics and safety during installation. The external dimensions of the head reduce 

the resistance during the application of the exchanger to the mounting hole, while the wedge-shaped shape of the head's face 

makes it easier for the probe to overcome the various layers of soil and its safe location at the designed depth, as well as the 

removal of drilling �uid from the hole. An integral part of the FUTURA head is a technical hole with an inner diameter of DN=30 

mm for axial and parallel to the drilled hole application of the exchanger in the borehole. The probe head allows for optional 

bottom-up injection and �lling of the annular space of the mounting hole/borehole.

The PRAWTECH probe head has a monolithic design and is entirely created during an automated production process monitored 

by a supervisory system. The PRAWTECH probe production control system is among the MES (Manufacturing Execution System) 

group of systems that collect production data in real time, allowing production analysis and control of running production 

orders with planning optimization.

The Terra FUTURA probe is o�ered both in the form of a so-called single U-shape as well as in a double version (four-pipe). In the 

latter case, the customer receives two pairs of HDPE 100RC series pipes factory assembled with the latest Terra FUTURA SLIM 

header in a 4 x 40 or 4 x 32 arrangement.

On request, we supply the 4-pipe probes with threaded or tubular pushers.

Each probe has its own individual serial number. The manufacturer recommends using this number when recording the 

construction or drilling log kept and when contacting the supplier.

Probe pipes are made of PE100 RC raw material according to EN12201 standard



13

Terra FUTURA probe PN12,5 2x40x3,0 Terra FUTURA probe PN16 2x40x3,7

No. of sections  Net price [EUR] Code No. of sections  Net price [EUR] Code

338,74

382,31

425,04

468,05

511,06

554,35

597,36

640,09

682,82

609,17

662,02

714,87

767,15

820,00

872,85

925,98

978,27

1 031,12

1 083,96

1 136,81

1 188,82

1 241,95



Terra FUTURA SLIM probe
PN16 2x32x3,0

61

71

81

91

101

111

121

131

304,86

344,08

382,54

421,24

459,95

498,92

537,62

576,33

OZESFS2323006

OZESFS2323007

OZESFS2323008

OZESFS2323009

OZESFS2323010

OZESFS2323011

OZESFS2323012

OZESFS2323013

Terra FUTURA SLIM fourGEO probe
PN16 4x32x3,0

101

111

121

131

141

151

161

171

181

919,91

997,83

1 075,25

1 193,15

1 284,23

1 375,31

1 466,39

1 557,47

1 648,55

OZESFS4323010

OZESFS4323011

OZESFS4323012

OZESFS4323013

OZESFS4323014

OZESFS4323015

OZESFS4323016

OZESFS4323017

OZESFS4323018

Terra FUTURA SLIM LAMELA probe
PN16 2x32x3,0

61

71

81

91

101

111

121

131

310,96

350,96

390,19

429,67

469,15

508,89

548,38

587,86

OZESLS2323006

OZESLS2323007

OZESLS2323008

OZESLS2323009

OZESLS2323010

OZESLS2323011

OZESLS2323012

OZESLS2323013

Terra FUTURA SLIM LAMELA fourGEO probe
PN16 4x32x3,0

Length [m]  Net price [EUR] Code

101

111

121

131

141

151

161

171

181

OZESLS4323010

OZESLS4323011

OZESLS4323012

OZESLS4323013

OZESLS4323014

OZESLS4323015

OZESLS4323016

OZESLS4323017

OZESLS4323018

938,31

1 017,79

1 096,76

1 217,01

1 309,91

1 402,81

1 495,72

1 588,62

1 681,52
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Length [m]  Net price [EUR] Code

Length [m]  Net price [EUR] Code

No. of sections  Net price [EUR] Code
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Terra FUTURA LAMELA probe
PN12,5  2x40x3,0

Terra FUTURA LAMELA probe
PN16 2x40x3,7

Length [m]  Net price [EUR] Code Length [m]  Net price [EUR] Code

355,61

401,43

446,12

491,38

536,36

581,90

627,16

671,86

716,96

639,53

694,91

750,57

805,38

860,76

916,42

972,08

1 027,18

1 082,56

1 137,94

1 193,60

1 248,13

1 303,79
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Terra FUTURA fourGEO probe
PN16 4x40x3,7

Terra FUTURA fourGEO probe
PN12,5 4x40x3,0

Length [m]  Net price [EUR] Code

Length [m]  Net price [EUR] Code

1 022,12

1 108,70

1 194,72

1 280,18

1 365,64

1 218,34

1 324,03

1 429,73

1 534,30

1 640,00

1 745,70

1 851,96

1 956,53

2 062,23

2 167,93

2 273,63

2 377,64

2 483,90
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Terra FUTURA 45mm probe
Half Ninety PN16 2x45x4,1

151

161

171

181

191

201

211

221

231

241

251

261

271

281

291

301

960,14

1 018,58

1 076,09

1 134,23

1 192,36

1 250,50

1 307,70

1 366,14

1 424,59

1 483,03

1 541,47

1 599,92

1 658,36

1 716,80

1 775,24

1 833,69

OZESF2454115

OZESF2454116

OZESF2454117

OZESF2454118

OZESF2454119

OZESF2454120

OZESF2454121

OZESF2454122

OZESF2454123

OZESF2454124

OZESF2454125

OZESF2454126

OZESF2454127

OZESF2454128

OZESF2454129

OZESF2454130

Terra FUTURA LAMELA 45mm probe
Half Ninety PN16 2x45x4,1

151

161

171

181

191

201

211

221

231

241

251

261

271

281

291

301

979,34

1 038,95

1 097,62

1 156,91

1 216,21

1 275,50

1 333,86

1 393,47

1 453,08

1 512,69

1 572,30

1 631,91

1 691,53

1 751,14

1 810,75

1 870,36

OZESL2454115

OZESL2454116

OZESL2454117

OZESL2454118

OZESL2454119

OZESL2454120

OZESL2454121

OZESL2454122

OZESL2454123

OZESL2454124

OZESL2454125

OZESL2454126

OZESL2454127

OZESL2454128

OZESL2454129

OZESL2454130

Length [m]  Net price [EUR] Code Length [m]  Net price [EUR] Code



Widok elementu

Widok elementu
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TerraCEM 2.0 Grouting ORIGINAL

PP-R RES pipe in bars

Net price [EUR/t] Code Item view

Dimension [mm] Net price [EUR/m] Code Item view

Palletized product, collective pallet contains 40 bags x 25 kg

Pipe length in a bar 4 m

TerraCEM 2.0
is an ecological mixture of mineral binders intended for �lling the annular space of borehole. The product guarantees the stable 

operation of the geothermal probe and improves the heat transfer between the exchanger and the ground. The product is 

designed to work in ground heat pump systems, both in heating and cooling mode. The TerraCem 2.0 Grouting Original mixture 

has been designed to reduce the thermal resistance of the exchanger and optimize the operation of the probe in the rock mass. 

The use of the appropriate bottom-injection technology of the o�ered product also allows for sealing the mounting hole and 

avoiding the risk of the so-called short circuits in aquifers.

TerraCEM 2.0 is characterized by high chemical resistance and water resistance. The product is safe for the environment and 

approved for use in intakes and groundwater protection zones.

Technical details regarding the preparation of the mixture and the technical specication of the product are available at 

www.prawtech.pl

The product meets the hygienic requirements and has obtained the hygienic certicate of the National Institute of Hygiene 

No.B-BK-60211-0326/21

269,04

5,58

8,70

13,41

21,36

31,64

52,87

79,07



PRAWTECH pre-insulated pipes are dedicated to work in industrial pipelines, with particular emphasis on the ground source heat 
pump systems.
The carrier pipe is made of HDPE100 SDR 17 according to the PN-EN 12201 standard. Internal insulation made of closed-cell polyethy- 
lene PE. Non-absorbent insulation that does not change its thermal insulation properties. Corrugated outer casing pipe made of 
black HDPE polyethylene.

HDPE 100 RC pipe in bars

HDPE 100 RC pre-insulated pipe in a coil

Widok elementuDimension [mm] Net price [EUR/m] Code Item view

40/63 PN 10

50/75 PN 10

63/90 PN 10

75/110 PN 10

90/125 PN 10

18,89

22,00

30,44

35,56

48,89

OZERPIZO4063

OZERPIZO5075

OZERPIZO6390

OZERPIZO7511

OZERPIZO9012

19

Net price 
[EUR/m]

Net price 
[EUR/m] Item viewCode Code

HDPE 100 RC pipe in a coil

Widok elementu

25x2,3

32x3,0 

40x3,7

45x4,1

1,32

2,43

3,11

3,22

2,73

3,24

5,60

10,34

12,88

16,16

6,24

12,21

32x2,4

40x3,0

45x3,3

50x3,7

1,97

2,50

2,64

3,62

OZERHDPE3224

OZERHDPE4030

OZERHDPE4533

OZERHDPE5037

OZERHDPE2523

OZERHDPE3230

OZERHDPE4037

OZERHDPE4541

Net price 
[EUR/m]

Net price 
[EUR/m] Item viewCode Code

Pipe length in a coil 200 m
(Ø50 pipe - 50 m)

Pipe length in a coil 50 m

Pipe length in a bar 4 m



Chamber extension

Widok elementu

H=750 129,33 OZENADS0750

*Product dedicated to the Terra MINI and OPTI chambers.
Cannot be used with PRO and UNI chambers.

Dimension [mm] Net price [EUR] Code Item view

Concrete relief ring

Widok elementu

610/1100
700/1000*

153,33
153,33

OZEPB1100610
OZEPB1000700

* Compatible with OZEWLAZD0408 manhole

Dimension [mm] Net price [EUR] Code Item view

Cast iron manhole

Widok elementu

D400
D400*

266,67
977,78

OZEWLAZD0400
OZEWLAZD0408

Manhole with increased internal diameter. Enables disassembly / assembly of the 
standard manhole cover in the case of its installation in the D400 construction

Class Net price [EUR] Code Item view
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Chamber extension gasket

Widok elementu

15x20 44,44 OZEUSZCZ0600

Dimension [mm] Net price [EUR] Code Item view



„Y” type reducer

Widok elementu

40/32

50/40

8,89

8,89

OZEEPEY03240

OZEEPEY04050

Dimension [mm] Net price [EUR] Code Item view

Probe spacers

Widok elementu

2x40

4x32

3,56

3,56

OZEDYST0240

OZEDYST0432

Dimension [mm] Net price [EUR] Code Item view

40

50

63

75

90

110

125

160

12,93

15,31

17,69

27,21

28,23

42,69

61,32

93,17

OZEEPEK45040

OZEEPEK45050

OZEEPEK45063

OZEEPEK45075

OZEEPEK45090

OZEEPEK45011

OZEEPEK45012

OZEEPEK45016

Electrofusion elbow 45

Dimension [mm] Net price [EUR] Code Item view
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Electrofusion reducer

Electrofusion socket

Electrofusion elbow 90

Dimension [mm] Net price [EUR] Code Item view

Dimension [mm] Net price [EUR] Code Item view

Dimension [mm] Net price [EUR] Code Item view
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32
40
45
50
63
75
90

110
125
160

11,80
12,93
13,56
15,31
17,69
27,21
28,23
42,69
61,32
93,17

OZEEPEK90032
OZEEPEK90040
OZEEPEK90045
OZEEPEK90050
OZEEPEK90063
OZEEPEK90075
OZEEPEK90090
OZEEPEK90011
OZEEPEK90012
OZEEPEK90016

32
40
45
50
63
75
90

110
125
160

4,68
4,68
9,56
5,72
6,80

10,04
11,80
15,58
23,04
30,83

OZEEPEM00032
OZEEPEM00040
OZEEPEM00045
OZEEPEM00050
OZEEPEM00063
OZEEPEM00075
OZEEPEM00090
OZEEPEM00011
OZEEPEM00012
OZEEPEM00016

40/32
50/40
45/40
50/45
63/40
63/50
75/63
90/63
90/75

110/63
110/90

125/110
160/110
160/125

7,14
11,62

8,84
12,11
10,88
10,88
20,75
21,43
29,93
31,85
31,85
33,20
42,02
46,08

OZEEPER04032
OZEEPER05040
OZEEPER04540
OZEEPER05045
OZEEPER06340
OZEEPER06350
OZEEPER07563
OZEEPER09063
OZEEPER09075
OZEEPER01163
OZEEPER01190
OZEEPER01211
OZEEPER01611
OZEEPER01612



32

40

50

63

2,02

2,22

4,73

6,75

OZEPPEM00032

OZEPPEM00040

OZEPPEM00050

OZEPPEM00063

Socket-welded coupler

32

40

50

63

2,35

2,63

5,00

9,75

OZEPPEK90032

OZEPPEK90040

OZEPPEK90050

OZEPPEK90063

Socket-welded elbow 90

40

50

63

3,10

4,76

10,65

OZEPPEK45040

OZEPPEK45050

OZEPPEK45063

Socket-welded elbow 45

Electrofusion end cap

40

50

63

75

90

110

125

160

6,46

8,50

9,87

13,95

15,99

22,36

42,35

66,07

OZEEPEZ00040

OZEEPEZ00050

OZEEPEZ00063

OZEEPEZ00075

OZEEPEZ00090

OZEEPEZ00011

OZEEPEZ00012

OZEEPEZ00016

Dimension [mm] Net price [EUR] Code Item view

Dimension [mm] Net price [EUR] Code Item view

Dimension [mm] Net price [EUR] Code Item view

Dimension [mm] Net price [EUR] Code Item view
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32x1”

40x1"

40x5/4"

50x6/4"

63x2"

9,67

13,33

23,00

26,00

36,00

OZEPPEMZ3210

OZEPPEMZ4010

OZEPPEMZ4054

OZEPPEMZ5064

OZEPPEMZ6320

Socket-welded coupler MT

Dimension [mm] Net price [EUR] Code Item view

9,67

12,22

13,33

23,00

36,00

OZEPPEMW3210

OZEPPEMW4010

OZEPPEMW4054

OZEPPEMW5064

OZEPPEMW6320

Socket-welded coupler FT

32x1"

40x1”

40x5/4"

  50x6/4"

  63x2"

Dimension [mm] Net price [EUR] Code Item view

40

50

63

5,69

8,47

11,32

OZEPPEZ00040

OZEPPEZ00050

OZEPPEZ00063

Socket-welded end-cap

The presented assortment of polyfusion and electrofusion HDPE 100 fittings presents the standard scope of the PRAWTECH
GEOTHERMAL o�er. For individual needs and inquiries, we provide you with a full production o�er of the fittings.

Dimension [mm] Net price [EUR] Code Item view
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Net price [EUR] Code

ZEEN PLUS electrofusion welding machine

1 120,00 OZETOOLELE1

The automatic welding machine with a welding parameter registration 
system is designed for joining pipes and �ttings made of HDPE 
thermoplastics by the resistance method using electrofusion �ttings, up to a 
maximum diameter of Ø160 mm. Rated power: 1450W. The welding machine 
is equipped with the following functions:

The product has been manufactured under the supervision of procedures established as part of the management system compliant 
with the ISO 9001: 2015 standard. The devices have the CE Declaration of Conformity.

registration of welding parameters;

automatic control;

optical and acoustic signaling of the welding 
process;

automatic compensation of the welding time 
depending on the ambient temperature;

electronic control system that reacts in real time to 
changes in power parameters;

the ability to program operating parameters: a) automatic 
mode using a barcode scanner; b) automatic mode by 
entering a digital code from a barcode; c) manual mode (by 
hand) by entering the voltage and time parameters from 
the �tting; d) "as previous" mode

automatic programming using the settings of the last 
fusion.

12-month warranty.

Barcode scanner

237,33 OZETOOLSKAN

Item view

Net price [EUR] Code Item view
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Propylene and ethylene glycol concentrates 
and their aqueous solutions

More information about the product is available at www.prawtech.pl
in the Download tab.

Propylene glycol meets the hygienic requirements and has obtained the hygie-
nic certi�cate of the National Institute of Hygiene No.B-BK-60211-0876/20

The anti-freeze liquids o�ered by PRAWTECH are intended for use in heating 
and cooling installations, GSHPs installations, industrial cooling systems and 
central heating systems. The use of an ecological and modern inhibitors allows 
glycols to work with various materials, except for galvanized elements.

The o�ered anti-freeze liquids are based only on pure raw materials enriched 
with corrosion inhibitors, dyes and anti-foaming additives. PRAWTECH glycols 
are o�ered in IBC 1000 kg containers. Propylene glycol is green, ethylene glycol 
is blue.

The o�ered propylene and ethylene glycol concentrates guarantee stable 
operation of the units with full protection against corrosion for a glycol-water 
mixture concentration of ≥ 25%.

PRAWTECH products contain environmentally safe corrosion inhibitors of the 
highest quality.

It is recommended to mix glycols with treated, demineralized water.

Protection against chemical and
biological corrosion
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1000kg IBC packaging

Propylene glycol concentrate with inhibitors PRAWTECH EKO PK

Widok elementu
Weight [kg] Net price [EUR] Code Item view

Ethylene glycol concentrate with inhibitors PRAWTECH EK

Widok elementu

Propylene glycol solution -15°C with inhibitors PRAWTECH EKO PR

Widok elementu

1 2,67 OZEGLIKOLPR

Weight [kg] Net price [EUR] Code Item view

Weight [kg] Net price [EUR] Code Item view

1000kg IBC packaging or canister 60kg

1000kg IBC packaging or canister 60kg

1000

60

5,78

5,87

OZEGLIKOLPK

OZEGLIKPK60

1000

60

2,29

2,38

OZEGLIKOLEK

OZEGLIKEK60
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1000kg IBC packaging

Ethylene glycol solution -15°C with inhibitors PRAWTECH ER

Widok elementu

1 0,96 OZEGLIKOLER

Weight [kg] Net price [EUR] Code Item view

Prices in the catalogue are quoted net, excluding 23% VAT.
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How to read the codes contained in the catalog?

PRODUCT CODE for Terra Mini chamber 
4 section with �ow meters

That is: OZESRM044063

OZE  SR  M  04  40  63
Diameter of the inlet tube

Diameter of the section pipe

Chamber body (e.g. Mini, Opti, Pro, Uni, Combo)

Number of manifold sections

Well equipment: R-�ow meters, Z-valves
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